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SL-3000 PARTS

Limit Switch
Assembly

Q010

Master
Link

&0

Q254 UL
Q255 NON UL

Electronic Box
Assembly

\y =

Q402 1/2 HP
Q403 1 HP

Power Back-Up Unit

Q409

O-QCC OMNI

Note: *Sold Individually, 2 Shown



SL-3000 PARTS LIST

Idler Sprocket Assembly
Qo013

Limit Switch Assembly
Q010 - Limited Switch Box Cover
Q023 - Limit Switch Box
Q031 - Limit Switch / Shaft

Q024 - Q032 - Limit Switch Adjustment Nuts

Q033 - Limit Switch Sprocket
Q101 - Limit Switch Bearing Holder
Q156 - Collar 3/8 in

Power Back-Up Unit

Q065 - Drive Belt (DM)

Q123 - Back-Up Motor DC 12V
Q143 - Chassis DC Back-Up
Q151 - Hardware Kit

Q164 - Drive Belt

Q177 - Wire Harness DC-1000
Q209 - Pulley DC-1000 1/2 ID

DC-SL

0-
0-DC-SL DM

Electronic Box Assembly

Q402 1/2 HP Q403 1 HP

A H-110 - Chain no. 41 (10 ft)

A H-111 - Chain no. 40 (10 ft)

A H-112 - Chain no. 41 (Nickel Plated)
A H-113 - Master Link no. 41

A H-125 - Master Link no. 40

1 Muttiple Parts “Q” Numbers #0mniControl Board Accessories

Q003 - Chain Bolt

Q004 - Chain Bracket

Q005 - SL-3000 Chassis

Q006 - PC Board Nuts (1 Set)
Q014 - Drive Sprocket

Q015 - Gear Reducer

Q016 - Limited Switch Drive Sprocket
Q018 - 1/2 HP Electric Motor

Q020 - Drive Belt

Q021 - Gear Pulley

Q025 - Motor Pulley

Q027 - Motor Capacitor

Q028 - Manual Crank

Q030 - Limit Switch / Chain

Q039 - Drive Belt, DM and 1 HP
Q237 - Crank Input

(254 - Cover HD Polyethylene
Q329 - Limit Switch

Q400 - Omni Main PCB

Q401 - Omni 1 Horsepower Board”
Q404 - Omni Alarm

Q407 - Omni Motor harness 1HP
Q408 - Electronic Power Strip
Q409 - Electronic Access Panel
Q410 - Surge Suppressor Terminal Block
Q420 - Omni Motor Harness

Q421 - Omni Motor Harness DM
AELD - Loop Detector”

0-OMNI EXB - Omni Option Board*
0-QCC OMNI - QCC Access ID#

*Operator Serial No. and Model No. Required When Ordering

MAINTENANCE

If you hear alarm, refer to page 30.
Clean the cover on a regular basis.

D Ol & W N -

Please call your local service company.

Make sure the reversing sensor is functioning properly (see page 18).
Make sure the gate track is clear of dirt, rocks or other substances.
Make sure the wheels are operating smoothly on the track.

For a list of parts, refer to page 36 and this page.

call toll free for
technical support:

1-888-ELITE-10




